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ErP
7

Apraksts

« Zems elektroenergijas patérin$

- Augstas lietderTbas ventilatori ar EC motoriem

« Augstas lietderibas rotéjo3ais regenerators

- Nav nepiecieSama kondensata nosusinasana

- Automatisks vasaras darbibas rezims

« Integréta un jau ieprogramméta kontroles sistéma

- Efektivas energijas taupi$anas funkcijas

- Integréta nedé|as programma ar brivdienu laika planoSanas grafiku
« Konstantas gaisa plismas vai konstanta spiediena kontrole

« Lielas servisa durvis tehniskajam apskatem

T systemair

- Visas galvenas sastavdalas ir viegli nonemamas
- Nodalits elektribas skapis atvieglo darbinasanu un apkopi.

« Korpuss izgatavots no cinkotas metala loksnes (AZ185) q EUROVENT
. . _ o . _ o S CERTIFIED
- Korozijas aizsardzibas klase C4( Industrialam un piekrastes zonam ar vidéju salumu) PERFORMANGE
AN 1201001
VEX

- AZ185 metala plaksném ir vairak ka 50 gadu ilgs tehniskais maza garums

« Testéts rapnica

Topvex SR ir izstradats, lai sasniegtu energijas prasibas ar augstu siltuma atgtu$anas efektivitati un zemu energijas patérinu. Lai garantétu augstu
siltuma atgisanas efektivitati, siltummainis ir izstradats nelieliem atrumiem un I1dz ar to nelieliem spiediena kritumiem. PieplGdes un nosices gaisa
filtri ar7 ir Tpasi izstradati, lai péc iespéjas samazinatu spiediena kritumu, neietekméjot filtréSanas efektivitati. Zems iek§€jais spiediens ir
nepiecieSams, lai saglabatu zemo energijas patérinu. Ventilatori ar EC tehnologiju ir logiska izvéle, pateicoties to augstajai efektivitatei. EC-motori
ar atruma vadibu spéj sasniegt par 15-20% mazaku energijas patérinu, salidzinot ar standarta asinhronajiem motoriem, izmantojot frekvencéu
parveidotaju.

Topvex SR ir lietotajam draudziga vadibas sistéma. Ar saprotamu tekstu (Pieejams lidz 21 valodai) un ar logisku izv&lnes uzbuvi, to var atri apgat.
Sakuma vednis nodroSina, ka netiks aizmirsti svarigi uzstadijumi.

Ar ieblvetu vadibas sistemu ir iespéjams kontrolét gaisa plismu, spiedienu gaisa vada, temperatdru, sildiSanas/dzesé$anas atgdSanu un darbibas
laikus. Topvex SR ir arT citas energijas tauposas funkcijas, pieméram, briva dzesé$ana, aukstuma atgi$ana, temperatdras vadiba attiecigajai sezonai
un gaisa plasmas kontrole.

Topvex SR ir standarta aprikots ar $adam komunikacijas iespéjam: Exoline un Modbus ar RS-485, iebavétu WEB serveri ar TCP/IP un BACnet/IP.

E-konfiguracijas riks.

E tool®© ir uz PC balstita konfiguracijas lietojumprogramma ar grafisko lietotaja interfeisu. Programma nodroSina izcilu parskatu par Corrigo E
uzstadijumiem. Izmantojot E tool®©, datora var veikt datora un lejupieladét kontrolierT. Datora atmina var tikt saglabats neierobeZots skaits uzstadijumu
izmantoSanai citreiz.

E tool© var lejupieladét par brivu no: http://www.regincontrols.com/en-GB/article/e-tool-ventilation/e-tool-ventilation-33-1-
25/2910/19913/18443/#breadcrumbs

Noskirts elektribas skapis ar visiem kabe|u savienojumiem vienuviet atvieglo darbinaSanu un apkopi.

Funkcijas un funkcionalitate Topvex SR iekarta nodroSina visu nepiecieSamo augstaka komforta un zemako izmaksu iekstelpu vides izveidei. Pasarga
globalo vidi, izmantojot Topvex SR.

PasutiSana:
- Modelis: SRO03, 04, 06, 09 un 11
- Sildttajs: EL (Elektriskais).

HWL (Karstais 0dens, jauda-maza).
HWH (Karstais Gdens, jauda-liela).
None (Bez silditaja). Bez silditaja iekartas piemérs: Topvex SR03- L-CAV.

- Labais vai kreisais modelis: (Pieplades gaisa puses novietojums, kad skatas no piekluves puses)

R (Labais),
L (Kreisais).

- Gaisa plasmas kontrole:
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CAV (Konstants gaisa daudzums).
VAV (Mainigs gaisa daudzums = konstants spiediens).

Tehniskie raditaji

Vieniba

Frekvence 50 Hz

Svars 253 ko

DroSinatajs 10 A

Aizsardzibas klase P23 IP

Gaisa plismas diapazons 648-2160 m¥h

Spriegums 230 V

Faze 1 -~

Siltummainis

Siltummaina tips Rotéjosais siltummainis

Gaisa pieplades filtrs

Filtrs, piepladei F7

Gaisa pieplades filtrs

Filtrs, nostcei F5

Silditajs

Apsildes tips Udens koils

Citi

Mounting type horizontalas iekartas

Supply side Kreisa

Energijas klase

ErP ready ErP 2016/ErP 2018

Gaisa pieplades ventilators

Spriegums 230 V

Faze 1 -~

Input power (P1) 730 W

Gaisa pieplades ventilators

Spriegums 230 V

Faze 1 -

Input power (P1) 730 W
Eco design

Trade name Systemair

Product name

Topvex SR04 HWH-L-

CAV
ErP compliance 2018
Unit category NRVU
Unit type BVU

Vards: TOPVEX SR04 HWH-L-CAV IEKARTA | Artikula nr.: 27882
Document type: Product card | Document date: 2017-05-15 | Generated by: On-line katalogs

2/6



Drive Intergated VSD

Heat recovery type Regenerative
Temperature ratio 854 %

qv nom 1440 m?%h
P nom 659 W
SFPint 941 \(/r\:3/s)
Face velocity 1,33 m/s
Ps nom 200 Pa
Ps int. Supply 261 Pa
Ps int. Extract 272 Pa
Supply Fan efficiency 539 %
Extract Fan efficiency 59,6 %
External Leakage 2 %
Internal Leakage 3 %
Filter energy performance 892 W
Sound power 61  dB(A)

Diagrammas

Diagrammas
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Diagrams and calculations are made for the performance with clean filters.
Lietotajs
Meérvieniba Pieplade Nositice
Vajadziga gaisa plasma 1700 1700 m3h
Darba gaisa plasma 1700 1700 m3h
NeoiecieSamais aréjais spiediens 300 300 Pa
Darba gaisa spiediens 300 300 Pa
Jauda 538 496 W
Atrums 2639 2541 Apgr./min.
SFP tint filtrus 2,19 kW/m3/s
PieplGdes gaisa temperatdra 20 °C
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Troks$na jaudas limenis

Pieplade dB(A) 49 56 64 66 68 68 63 63 74
Ara dB(A) 47 57 58 55 53 50 45 42 63
Nosiice dB(A) 54 59 64 70 71 70 65 65 76
Nostice dB(A) 45 56 54 56 54 49 43 37 61
Apkartéjs dB(A) 30 45 48 39 39 40 36 45 52
Trok$na spiediena limenis (reverberant field) Kop.
ApKartgjs (-7 dB) dB(A) 20m? (Sabin) 45
Siltuma rekuperacija Pieplade Nositice

lepltdes gaisa temperatdra -23,2 20 °C
Izplides gaisa temperatdra 13 -13 °C
leplddes gaisa mitrums 90 40 %

IzplGdes gaisa mitrums 44 95 %

Gaisa spiediena zudumi 135 180 Pa
Condensate 0,04 I/min
Parvietota jauda 20,5 kw
Temperataras efektivitate 83 %
Sausuma efektivitate atbilstoSi EN 308 83 %
Siltummaina tips Rotacija

Aprékinats pie ara gaisa +5°C, izplddes gaisa +25°C un 27% relativo mitrumu

Gaisa temperatdra iek§a/ara 13/20 °C
Gaisa mitrums iek$a/ara 44127 %
Gaisa spiediena zudumi 22,3 Pa
Udens temperatira (ieejo$al/izejosa) 70/18 °C
Udens plasma 0,0202 /s
Udens atrums 0,144 m/s
Udens spiediena zudumi 1,138 kPa
Capacity 4,2 kw
leteicama Kv vértiba 0,682
Savienojuma izmérs iek§a/ara 1/2" 1 1/2"

Water coil calculations is made with air density 1,2 kg/m? (0.075 lbm/ft3)

Filtri Pieplade Nosiice
Sakotnéjais spiediena kritums 61,8 28,8 Pa
Dimensioning pressure drop 152 125 Pa
Terminala spiediena kritums 242 221 Pa
Gaisa atrums 1,57 1,57 m/s
Klase F7 F5
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Topvex SR04 1600 1041 850 1438 688 175 500 171 250 200 355 750 603

Outdoor air
Supply air
Extract air
Exhaust air

AlWIN|F

Piederumi

Elektriskie piederumi

F-T120 Taimera ramis (5137)

T 120 Taimers (5165)

RVAZ4 24A Piedzina 0-10V (9862)
TG-UH/PT1000 Sensors (35203)
TG-R5/PT1000 Kanala sensors (5404)
CO2 Parveid. /CO2RT-R-D (6993)
VAV Spiediena kontrolieris (124197)

Piederumi

PGK 60-30-3-2,0 Dzesétajs (6610)
LDR 50-25 Klusinatajs (5070)

DS 50-25 Elastigie savienojumi (1542)
EFD 50-25 Varsts + 24V motors (6905)
BFRO SR04 EUS Filtrs (205566)
BFRO SR04 EU7 Filtrs (205567)

ODS ara kompl.- SR04 (7367)

DXRE 60-30-3-2,5 Dzesétajs (7955)
ZTV 15-1,0 2-c.varsts (9823)

ZTR 15-1,6 3-c.varsts (9673)

LDR-B 50-25 Klusinatajs (9236)

ODS Topvex SR04 (134387)
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